
Fitting Instructions for LandRover P38 
Preparation: 

First job which helps a lot is to clean the underside of your vehicle especially around 
each of the body mount points. 

• Next go around and make a note of any parts that might not accept the lift and 
those that you think should be ok 

• On a P38 there is very little to mod when fitting our body lift kit. In fact whether 
you are fitting a 2, 3 or 4" body lift you should find everything you need within 
the kit. 

• The radiator on a P38 is fixed to the chassis so there no need to move it or alter 
the hoses during the lift for a 2, 3 or 4" lift 

• The brake hoses would normally need to be extended, but we have included 
special bracket extensions in the kit that allow you to move the position of the 
brackets front and rear. 

• The air conditioning pipework will adjust to accommodate the lift but care should 
be taken to ensure you don't crack it (it's only thin aluminium tube) 

• The steering linkage should accommodate a 2" lift but for a 3" or 4" lift you will 
need to fit a spacer in the linkage which we supply on those kits 

• The air conditioning pipework also causes a problem for relocating the front 
bumper and would need rerouting slightly 

• The rear bumper needs modification to enable it to be lifted 

• We do not include Bumper relocation plates for any of our P38 body lift kits 

Our telephone numbers are: 020 3598 2107 or 0796863 0008 if you get problems

This is the air conditioning pipe on the 
right hand side (looking towards the 
rear) It can be gently bent and adjusted 
to accommodate the lifts up to 4". You 
may find it easier to remove the air 
filter box. You will need to remove the 
plastic screw and the clamp - it can be 
replaced after the lift



What is in the kit: 
1.  Spacer Blocks 

2. Bolts 

3. Longer rear bolts 

4. Propshaft guard spacer 

5. Front brake bracket relocation plate 

6. Rear brake bracket relocation pates 

7. Gear lever extension (manual only - kits for automatics will come with an auto 
change cable extension. 

Our telephone numbers are: 020 3598 2107 or 0796863 0008 if you get problems

This is another air conditioning pipe on 
the left hand side, loosen the bolt on 
the strap by 3 or 4 turns - it does not 
need removing - tighten after the lift.

This is the P38 2" body lift 
kit, the 3" and 4" kits are 
the same (with respective 
spacers) but they also 
have a spacer for the 
steering linkage. 
Automatic kits have an 
extended gearshift cable 
extension instead of a 
gear lever extension.



 

Our telephone numbers are: 020 3598 2107 or 0796863 0008 if you get problems

These are the engine to heater matrix 
hoses, no lengthening required here.

One of the front brake brackets - the 
stud on the bracket fitted in the hole 
just above it - our relocation plate (5) 
fits between the bracket and the hole.

The brake pipe bracket on the rear is 
just forward of the rear axle - you will 
have to drill out the pop rivet with a 
6mm drill, then fit our relocation plate 
(6)

This is the steering linkage, on a 2" lift 
slacken off the bolt and the shaft should 
adjust to accommodate the lift. On a 3" 
or 4" remove the bolt altogether to 
allow the shaft to come right out, after 
marking the position of the spline in 
relationship to the clamp.

The propshaft safety bracket - take this 
off before lifting, replace using the 
spacers (4) and new bolts

3" & 4" lifts only - The steering column 
end of the linkage, the rivets you see 
need to be removed. we found it easier 
to remove the linkage from the spline 
on the bottom of the column (again 
mark the position of the spline in 
relationship to the clamp) before 
cutting and removing the rivets.



Fitting: 

The fitting of the the kit is quite easy, among the tools you will require will be: 

• 14mm socket and spanner 

• 17mm socket and spanner 

• 12 and 10mm sockets 

• 6mm drill bit and electric drill 

• A 2 tonne bottle jack 

• It is a good idea to use a piece of wood to use as a load spreader between the 
jack and body 

Proceed as follows: 

1. If you have an automatic follow the first 3 instructions for fitting the 
automatic gear selector cable extension below 

2. Undo all the bolts and fittings that will not adjust to the lift (see previous 
section), then undo all the  body mount bolts - do not remove bolts at this 
stage. 

3.  Now you are ready for lifting the body, do one side at a time!  Position the jack 
under the centre of the body (just on the centre door pillar) place your piece of 
wood between the jack and the body and take the weight of the body off the 
body mounts. Now remove the bolts on the side you are working on and 
carefully jack the body up until you reach the desired height to insert the 

Our telephone numbers are: 020 3598 2107 or 0796863 0008 if you get problems

3" & 4" lifts only -Once you have 
removed the rivets and split the 
steering linkage, fit the spacer that we 
have supplied with the new bolts and 
NyLoc nuts and replace the steering 
linkage (bottom end first).

There are some wires on the front of the 
vehicle on the bumper line that need 
watching as you do the lift. they will 
accommodate a 3" lift but may need 
lengthening for a 4" lift



spacers. Insert the new bolts. Lower the jack so the weight is taken on the 
body mounts and new spacers, do not fully tighten the bolts. 

4. Repeat for the other side then tighten all the bolts. Now is the time to go 
around and check all the points listed in the previous section. 

5.  Fit the brake pipe bracket relocation pates front (5) and rear (6). 

6.  Fit the steering spacer on a 3" or 4" lift. 

7. Refit the propshaft safety bracket with the spacers and new bolts (4). 

8.  To fit the gear lever extension (7) remove the knob screw the extension to the 
transfer lever and replace the knob (not supplied with an automatic kit). 

Fitting the automatic gear selector cable extension: 

9.

1. Before doing the lift place the gear shift lever in park 

2. After loosening the nut shown in 3 remove the split pin and remove the threaded 
swivel pin and nut 

3. Remove the two bolts holding the cable anchor plate to the gearbox 

4. With the cable now released from the gearbox carry out the lift 

5. After you have done the lift fit the cable anchor plate to the relocation plate 
supplied with the new bolts 

Our telephone numbers are: 020 3598 2107 or 0796863 0008 if you get problems



6. Thread the extension piece on to the centre cable (use a thread lock compound) 

7. Screw first the nut and then the threaded swivel pin onto the cable extension 

8. Bolt the extended cable anchor plate back to the gearbox in a suitable position to 
achieve the extra length needed 

9. Adjust the threaded swivel pin so that  it fits into the hole on the selector lever 
without moving the lever itself 

10. Replace the split pin and tighten the nut 

Finding the body mount bolts 

 

Extremely Important 
Please make sure you have tightened all nuts and bolts up 
securely before using the vehicle

Our telephone numbers are: 020 3598 2107 or 0796863 0008 if you get problems

This is the front one The front one with the bolt removed

The two centre ones look like this 
and the rear most bolts are under 
the bumper, above the exhaust

This final one is inside by the rear 
seat


